





Hump Hose - Hot Side

Hose 1.D. Hose O.D. Overall Length

Hose Part Number mm in mm in mm in

FF90829-12 19.00 0.75 27.10 1.07 152.40  6.00
FF90829-16 25.40 1.00 33.40 1.32 15240  6.00
FF90829-20 31.80 1.25 39.80 1.57 152.40  6.00
FF90829-24 38.10 1.50 46.10 1.82 15240  6.00
FF90829-28 4440 1.75 52.50 2.07 152.40  6.00
FF90829-32 50.80 2.00 58.80 2.32 15240  6.00
FF90829-36 57.20 2.25 65.20 2.57 15240  6.00
FF90829-40 63.50 2.50 71.50 2.82 15240  6.00
FF90829-44 69.80 2.75 77.90 3.07 15240  6.00
FF90829-48 76.20 3.00 84.20 3.32 15240  6.00
FF90829-52 82.60 3.25 90.60 3.57 15240  6.00
FF90829-56 88.90 3.50 96.90 3.82 15240  6.00
FF90829-60 95.20 3.75 103.30 1.07 152.40  6.00
FF90829-64 101.60 4.00 109.60 4.32 15240  6.00
FF90829-72 114.30 4.50 122.30 4.82 15240  6.00
FF90829-80 127.00 5.00 135.00 532 15240  6.00
FF90829-88 139.70 5.50 147.70 5.82 15240  6.00
FF90829-96 152.40 6.00 160.40 6.32 15240  6.00

Construction

¢ Silicone with aramid reinforcement with red cover

Operating Temperatures

e -65°F to + 500°F
e -54°C to +260°C

e Designed and engineered for a wide variety of high temperature

turbocharger applications
e UV and ozone resistant
e Compensates for system misalignment and offsets vibration
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Hump Hose - Cold Side

Hose 1.D. Hose O.D. Overall Length
Hose Part Number mm in mm in mm in
FF90830-12 19.00 0.75 28.50 1.12 15240  6.00
FF90830-16 25.40 1.00 34.85 1.37 152.40  6.00
FF90830-20 31.80 1.25 41.20 1.62 15240  6.00
FF90830-24 38.10 1.50 47.55 1.87 15240  6.00
FF90830-28 4440 1.75 53.90 2.07 152.40  6.00
FF90830-32 50.80 2.00 60.25 2.37 15240  6.00
FF90830-36 57.20 2.25 66.60 2.62 15240  6.00
FF90830-40 63.50 2.50 72.95 2.87 152.40  6.00
FF90830-44 69.80 2.75 79.30 3.12 15240  6.00
FF90830-48 76.20 3.00 85.65 3.37 15240  6.00
FF90830-52 82.60 3.25 92.00 3.62 152.40  6.00
FF90830-56 88.90 3.50 98.35 3.87 15240  6.00
FF90830-60 95.20 3.75 104.70 412 15240  6.00
FF90830-64 101.60 4.00 111.05 437 152.40  6.00
FF90830-72 114.30 4.50 123.75 487 15240  6.00
FF90830-80 127.00 5.00 136.45 5.37 15240  6.00
FF90830-88 139.70 5.50 149.15 5.87 152.40  6.00
FF90830-96 152.40 6.00 161.85 6.37 15240  6.00
Construction <~ HOSELENGTH
e Silicone with polyester reinforcement with blue cover ikCENTEHUNELENGTH
Operating Temperatures N
e G65°Fto+3B50°F
e 54°C to +177°C
e Designed and engineered for a wide variety of high temperature
turbocharger applications Dl',L“hle')TlEER
e UV and ozone resistant
e Compensates for system misalignment and offsets vibration
} HUMP WI\LL
THICKNESS THICKNESS
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Elbows 45° - Hot Side

Hose 1.D. Length 1 Length 2 Radius
Hose Part Number mm in mm in mm in mm in
FF90836-01 16.00 0.63 152.40  6.00 152.40  6.00 25.40 1.00
FF90836-02 19.10 0.75 15240 6.00 15240 6.00 25.40 1.00
FF90836-03 22.40 0.88 152.40  6.00 152.40  6.00 38.10 1.50
FF90836-04 25.40 1.00 152.40  6.00 152.40  6.00 38.10 1.50
FF90836-05 31.80 1.25 15240 6.00 15240 6.00 44.40 1.80
FF90836-06 38.10 1.50 152.40  6.00 152.40  6.00 50.80 2.00
FF90836-07 44.40 1.75 152.40  6.00 152.40  6.00 44.40 1.80
FF90836-08 47.80 1.88 15240 6.00 15240  6.00 76.20 3.00
FF90836-09 50.80 2.00 152.40  6.00 152.40  6.00 101.60 4.00
FF90836-10 57.20 2.25 152.40  6.00 152.40  6.00 101.60 4.00
FF90836-11 57.20 2.25 152.40  6.00 152.40  6.00 57.20 2.30
FF90836-12 63.50 250 152.40  6.00 152.40  6.00 63.50 250
FF90836-13 69.90 2.75 152.40  6.00 152.40  6.00 88.90 3.50
FF90836-14 76.20 3.00 15240 6.00 15240 6.00 63.50 250
FF90836-15 88.90 3.50 152.40  6.00 152.40  6.00 88.90 3.50
FF90836-16 101.60 4.00 152.40  6.00 152.40  6.00 101.60 4.00
Construction
e 4 plies of silicone rubber with aramid woven reinforcement with red cover /\ INSIDE

’ DIAMETER

Operating Temperatures

® -65°F to + 500°F

e -54°C t0 +260°C /\)\,ALL
THICKNESS

e Designed and engineered for a wide variety of high temperature
turbocharger applications

e UV and ozone resistant INSIDE

* Resistant to minor oil splash and petrochemical exposure RADIUS
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Elbows 45° - Cold Side
Meets or exceeds SAE J20 R1 Class A
TMC RP303B Grade | and Grade |l

Hose 1.D. Length 1 Length 2 Radius
Hose Part Number mm in mm in mm in mm in
FF90803-01 16.00 0.63 15240 6.00 15240 6.00 25.40 1.00
FF90803-02 19.10 0.75 152.40  6.00 15240  6.00 25.40 1.00
FF90803-03 22.40 0.88 15240 6.00 15240 6.00 38.10 1.50
FF90803-04 25.40 1.00 15240 6.00 15240 6.00 38.10 1.50
FF90803-05 31.80 1.25 152.40  6.00 152.40  6.00 4440 1.75
FF90803-06 38.10 1.50 15240 6.00 15240 6.00 50.80 2.00
FF90803-07 44.40 1.75 15240 6.00 15240 6.00 44.40 1.75
FF90803-08 47.80 1.88 152.40  6.00 152.40  6.00 76.20 3.00
FF90803-09 50.80 2.00 15240 6.00 15240 6.00 101.60 4.00
FF90803-10 57.20 2.25 15240 6.00 22860  9.00 57.20 2.25
FF90803-11 57.20 2.25 152.40  6.00 152.40  6.00 101.60 4.00
FF90803-12 57.20 2.25 15240 6.00 15240 6.00 57.20 2.25
FF90803-13 63.50 2.50 15240 6.00 15240 6.00 76.20 3.00
FF90803-14 63.50 2.50 152.40  6.00 152.40  6.00 63.50 2.50
FF90803-15 69.90 2.75 15240 6.00 15240 6.00 88.90 3.50
FF90803-16 76.20 3.00 15240 6.00 15240 6.00 101.60 4.00
Construction \
e 4 plies of silicone rubber with polyester woven reinforcement with blue cover / INSIDE

DIAMETER

Operating Temperatures
e -65°F to + 350°F
e -549C to +177°C

e UV and ozone resistant

INSIDE
RADIUS
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Elbows 90° - Hot Side

Hose 1.D. Length 1 Length 2 Radius
Hose Part Number mm in mm in mm in mm in
FF90835-01 16.00 0.63 152.40  6.00 152.40  6.00 25.40 1.00
FF90835-02 19.10 0.75 152.40  6.00 152.40  6.00 25.40 1.00
FF90835-03 22.40 0.88 152.40  6.00 152.40  6.00 38.10 1.50
FF90835-04 25.40 1.00 152.40  6.00 152.40  6.00 38.10 1.50
FF90835-05 31.80 1.25 152.40  6.00 152.40  6.00 44.40 1.75
FF90835-06 38.10 1.50 152.40  6.00 152.40  6.00 50.80 2.00
FF90835-07 4440 1.75 152.40  6.00 152.40  6.00 4440 1.75
FF90835-08 47.80 1.88 152.40  6.00 152.40  6.00 76.20 3.00
FF90835-09 50.80 2.00 152.40  6.00 152.40  6.00 101.60 4.00
FF90835-10 57.20 2.25 152.40  6.00 152.40  6.00 101.60 4.00
FF90835-11 57.20 2.25 152.40  6.00 152.40  6.00 57.20 2.25
FF90835-13 63.50 250 152.40  6.00 152.40  6.00 63.50 250
FF90835-14 69.90 2.75 152.40  6.00 152.40  6.00 88.90 3.50
FF90835-15 76.20 3.00 152.40  6.00 152.40  6.00 63.50 250
FF90835-18 88.90 3.50 152.40  6.00 152.40  6.00 88.90 3.50
FF90835-19 101.60 4.00 152.40  6.00 152.40  6.00 101.60 4.00
Construction LENGTH 1 WALL
e 4 plies of silicone rubber with aramid woven reinforcement with red cover ‘ TH'CTNESS
Operating Temperatures

| INSIDE

® -65°F to + BO0O°F
e 54°C to +260°C

e Designed and engineered for a wide variety of high temperature

turbocharger applications
e UV and ozone resistant

e Resistant to minor oil splash and petrochemical exposure
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Elbows 90° - Cold Side
Meets or exceeds SAE J20 R1 Class A
TMC RP303B Grade | and Grade |l

Hose 1.D. Length 1 Length 2 Radius

Hose Part Number mm in mm in mm in mm in

FF90802-01 16.00 0.63 15240  6.00 15240  6.00 25.40 1.00
FF90802-02 19.10 0.75 152.40  6.00 152.40  6.00 25.40 1.00
FF90802-03 22.40 0.88 15240  6.00 15240  6.00 38.10 1.50
FF90802-04 25.40 1.00 15240  6.00 15240  6.00 38.10 1.50
FF90802-05 31.80 1.25 152.40  6.00 152.40  6.00 4450 1.75
FF90802-06 38.10 1.50 15240  6.00 15240  6.00 50.80 2.00
FF90802-07 4450 1.75 15240  6.00 15240  6.00 4450 1.75
FF90802-08 47.80 1.88 15240  6.00 15240  6.00 76.20 3.00
FF90802-09 50.80 2.00 15240  6.00 15240  6.00 101.60 4.00
FF90802-10 57.20 2.25 15240  6.00 228.60  9.00 57.20 2.25
FF90802-11 57.20 2.25 152.40  6.00 152.40  6.00 101.60 4.00
FF90802-12 57.20 2.25 15240  6.00 15240  6.00 57.20 2.25
FF90802-13 63.50 2.50 15240  6.00 15240  6.00 76.20 3.00
FF90802-14 63.50 2.50 15240  6.00 15240  6.00 63.50 2.50
FF90802-15 69.90 2.75 15240  6.00 15240  6.00 88.90 3.50
FF90802-16 76.20 3.00 15240  6.00 15240  6.00 101.60 4.00
FF90802-17 76.20 3.00 15240  6.00 15240  6.00 76.20 3.00
FF90802-18 76.20 3.00 15240  6.00 15240  6.00 127.00 5.00
FF90802-19 88.90 3.50 15240  6.00 15240  6.00 88.90 3.50
FF90802-20 101.60 4.00 15240  6.00 15240  6.00 101.60 4.00

Construction

e 4 plies of silicone rubber with polyester woven reinforcement with blue cover

Operating Temperatures
e -659F to + 350°F
e -549C to +177°C

e UV and ozone resistant

LENGTH 1

WALL
THICIfNESS

LENG

TH2| |

INSIDE
DIANIETER

INSIDE
RADIUS
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